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SURFACE PREPARATION
Surfaces should be clean, dry and free of all loose material. Wire brushing 
or sweeping is generally sufficient. Watco Bio-D degreaser can be used to 
remove grease and oil. If the surface is damp it can be primed with Watco 
Tack Coat.

PRIMING
The resin content of Watco Concrex® Carbon Fibre is very high. This means 
that a primer is not usually required when filling holes in concrete floors or 
resurfacing rough or damaged concrete. Watco Tack Coat adhesive primer is 
recommended when using Concrex® Carbon Fibre as a thin section screed 
over smooth surfaces. It is also recommended when repairing intricate/high 
impact areas such as broken floor joint edges, and damaged step nosings.  

MIxING
Wear protective gloves. 
The resin and the sand are already pre-blended and is supplied with bottles of 
curing agent, 4 x 100ml in the 10kg pack and 2 x 500ml in the 25kg pack.  

The curing agent is added to the sand/resin at point of use, and once 
mixed the mortar should be used within 15 - 30 minutes depending upon 
temperature. 
If the entire pack of Watco Concrex® Carbon Fibre cannot be used within  
30 minutes, it can be part mixed. To split a pack carefully halve the sand/resin 
(ideally measured by weight), and use half the number of curing agent bottles.
Do not mix inside the plastic bucket. Tip the sand/resin into a mixing tray or 
on a board.
Shake the bottles of curing agent thoroughly until the liquid is a uniform grey.  
Form the sand/resin into a mound and leave a small hole in the middle. 
Empty the curing agent into the hole, ensuring the bottles are completely 
drained. 
Carefully mix the aggregate with the curing agent using a trowel until a 
smooth mortar is obtained, this will take several minutes. The more thorough 
the mixing, the ‘wetter’, smoother and more manageable the mix becomes. 
Alternatively, you can knead the mixture by hand wearing suitable gloves. It is 
important to mix thoroughly until you achieve a consistent colour.  
A ‘Cretangle’ or suitable open pan mixer can be used to mix large quantities. 

STrenGTH
Concrex® is far stronger than concrete. The table shows a comparison (typical figures).

 Curing Times (at 15°C-20°C) Light Traffic Heavy Traffic

 Curing time will be extended by  1 hour 4 hours
 lower temperatures. Do not use  
 below 10°C (see Watco Concrex®  
 Cold Set).

Concrex® Deep Fill

Concrex® Colours

Concrex® Flex Concrex® Deep Fill 
Rapid

Concrex® Asphalt 
Repair

Concrex® Colours 
Cold Set

Concrex® Cold Set Concrex® Sub Zero Concrex® Vertical

Concrex® Deep Fill 
Cold Set

Concrex® Vertical 
Cold Set

Concrex® Coving 
Mortar

Concrex® Acid 
Strength

AlSO AVAIlAblE IN ThE CONCREx® RANGE

PREPARATION & APPlICATION

  Tensile Strength Flexural Strength Compressive Strength

 Watco Concrex®  15.4 MN/m2 55.9 MN/m2 55.2 MN/m2

 Concrete 3.4 MN/m2 6.9 MN/m2 21.41 MN/m2

1 2 3 4

Empty the bottles of curing agent 
onto the sand/resin

Mix thoroughly using a trowel (or 
by hand – it’s easier)

Trowel firmly into the repair Wipe the trowel with white spirit 
to get a good finish

APPlICATION
Trowel the mortar firmly into the repair and finish with a trowel or float. To 
get a good smooth finish, regularly wipe the surface of the trowel with a cloth 
dampened with white spirit.
Watco Concrex® Carbon Fibre is normally applied at 5mm - 50mm thick, 
but repairs can be feather-edged if most of the repair is at least 5mm thick. 

For repairs deeper than 50mm apply in separate layers allowing 6 - 8 hours 
between layers, or use Concrex® Deep Fill which can be applied at  
15mm - 100mm thick in one layer.

SAFETY
Material Safety Data Sheets are available.
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RAL Colour Chart

Oranges

RAL 2000 
Yellow Orange

RAL 2001 
Red Orange

RAL 2002 
Vermilion

RAL 2003 
Pastel Orange

RAL 2004 
Pure Orange

RAL 2008 
Bright Red Orange

RAL 2009 
Traffic Orange

RAL 2010 
Signal Orange

Yellows

RAL 1000 
Green Beige

RAL 1001 
Beige

RAL 1002 
Sand Yellow

RAL 1003 
Signal Yellow

RAL 1004 
Golden Yellow

RAL 1005 
Honey Yellow

RAL 1006 
Maize Yellow

RAL 1007 
Daffodil Yellow

RAL 1011 
Brown Beige

RAL 1012 
Lemon Yellow

RAL 1013 
Oyster White

RAL 1014 
Ivory 

RAL 1015 
Light Ivory

RAL 1016 
Sulfur Yellow

RAL 1017 
Saffron Yellow

RAL 1018 
Zinc Yellow

RAL 1019 
Grey Beige

RAL 1020 
Olive Yellow

RAL 1023 
Traffic Yellow

RAL 1024 
Ochre Yellow 

RAL 1027 
Curry

RAL 1028 
Melon Yellow

RAL 1032 
Broom Yellow

RAL 1033 
Dahlia Yellow

RAL 1034 
Pastel Yellow

RAL 1037 
Sun Yellow

RAL 2011 
Deep Orange

RAL 2012 
Salmon Orange

Reds

RAL 3000 
Flame Red

RAL 3001 
Signal Red

RAL 3002 
Carmine Red

RAL 3003 
Ruby Red

RAL 3004 
Purple Red

RAL 3005 
Wine Red

RAL 3007 
Black Red

RAL 3009 
Oxide Red
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SURFACE PREPARATION
Surfaces should be clean, dry and free of all loose material. Wire brushing 
or sweeping is generally sufficient. Watco Bio-D degreaser can be used to 
remove grease and oil. If the surface is damp it can be primed with Watco 
Tack Coat.

PRIMING
The resin content of Watco Concrex® Carbon Fibre is very high. This means 
that a primer is not usually required when filling holes in concrete floors or 
resurfacing rough or damaged concrete. Watco Tack Coat adhesive primer is 
recommended when using Concrex® Carbon Fibre as a thin section screed 
over smooth surfaces. It is also recommended when repairing intricate/high 
impact areas such as broken floor joint edges, and damaged step nosings.  

MIxING
Wear protective gloves. 
The resin and the sand are already pre-blended and is supplied with bottles of 
curing agent, 4 x 100ml in the 10kg pack and 2 x 500ml in the 25kg pack.  

The curing agent is added to the sand/resin at point of use, and once 
mixed the mortar should be used within 15 - 30 minutes depending upon 
temperature. 
If the entire pack of Watco Concrex® Carbon Fibre cannot be used within  
30 minutes, it can be part mixed. To split a pack carefully halve the sand/resin 
(ideally measured by weight), and use half the number of curing agent bottles.
Do not mix inside the plastic bucket. Tip the sand/resin into a mixing tray or 
on a board.
Shake the bottles of curing agent thoroughly until the liquid is a uniform grey.  
Form the sand/resin into a mound and leave a small hole in the middle. 
Empty the curing agent into the hole, ensuring the bottles are completely 
drained. 
Carefully mix the aggregate with the curing agent using a trowel until a 
smooth mortar is obtained, this will take several minutes. The more thorough 
the mixing, the ‘wetter’, smoother and more manageable the mix becomes. 
Alternatively, you can knead the mixture by hand wearing suitable gloves. It is 
important to mix thoroughly until you achieve a consistent colour.  
A ‘Cretangle’ or suitable open pan mixer can be used to mix large quantities. 

STrenGTH
Concrex® is far stronger than concrete. The table shows a comparison (typical figures).

 Curing Times (at 15°C-20°C) Light Traffic Heavy Traffic

 Curing time will be extended by  1 hour 4 hours
 lower temperatures. Do not use  
 below 10°C (see Watco Concrex®  
 Cold Set).

Concrex® Deep Fill

Concrex® Colours

Concrex® Flex Concrex® Deep Fill 
Rapid

Concrex® Asphalt 
Repair

Concrex® Colours 
Cold Set

Concrex® Cold Set Concrex® Sub Zero Concrex® Vertical

Concrex® Deep Fill 
Cold Set

Concrex® Vertical 
Cold Set

Concrex® Coving 
Mortar

Concrex® Acid 
Strength

AlSO AVAIlAblE IN ThE CONCREx® RANGE

PREPARATION & APPlICATION

  Tensile Strength Flexural Strength Compressive Strength

 Watco Concrex®  15.4 MN/m2 55.9 MN/m2 55.2 MN/m2

 Concrete 3.4 MN/m2 6.9 MN/m2 21.41 MN/m2

1 2 3 4

Empty the bottles of curing agent 
onto the sand/resin

Mix thoroughly using a trowel (or 
by hand – it’s easier)

Trowel firmly into the repair Wipe the trowel with white spirit 
to get a good finish

APPlICATION
Trowel the mortar firmly into the repair and finish with a trowel or float. To 
get a good smooth finish, regularly wipe the surface of the trowel with a cloth 
dampened with white spirit.
Watco Concrex® Carbon Fibre is normally applied at 5mm - 50mm thick, 
but repairs can be feather-edged if most of the repair is at least 5mm thick. 

For repairs deeper than 50mm apply in separate layers allowing 6 - 8 hours 
between layers, or use Concrex® Deep Fill which can be applied at  
15mm - 100mm thick in one layer.

SAFETY
Material Safety Data Sheets are available.
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Blues

RAL 5000 
Violet Blue

RAL 5001 
Green Blue

RAL 5002 
Ultramarine Blue

RAL 5003 
Saphire Blue

RAL 5004 
Black Blue

RAL 5005 
Signal Blue

RAL 5007 
Brilliant Blue

RAL 5008 
Grey Blue

Reds continued

RAL 3011 
Brown Red

RAL 3012 
Beige Red

RAL 3013 
Tomato Red

RAL 3014 
Antique Pink

RAL 1015 
Light Pink

RAL 3016 
Coral Red

RAL 3017 
Rose

RAL 3018 
Strawberry Red

RAL 3022 
Salmon Pink

RAL 3027 
Raspberry Red

RAL 3028 
Pure Red

RAL 3031 
Orient Red

Violets

RAL 4001  
Red Lilac

RAL 4002 
Red Violet

RAL 4003 
Heather Violet

RAL 4004 
Claret Violet

RAL 4005 
Blue Lilac

RAL 4006 
Traffic Purple

RAL 4007 
Purple Violet

RAL 4008 
Signal Violet

RAL 4009 
Pastel Violet

RAL 4010 
Telemagenta

RAL 5009 
Azure Blue

RAL 5010 
Gentian Blue

RAL 5011 
Steel Blue

RAL 5012 
Light Blue

RAL 5013 
Cobalt Blue

RAL 5014 
Pigeon Blue

RAL 5015 
Sky Blue

RAL 5017 
Traffic Blue

RAL 5018  
Turquoise Blue 

RAL 5019 
Capri Blue

RAL 5020 
Ocean Blue

RAL 5021 
Water Blue

RAL 5022 
Night Blue

RAL 5023 
Distant Blue

RAL 5024 
Pastel Blue

RAL 3020 
Traffic Red
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SURFACE PREPARATION
Surfaces should be clean, dry and free of all loose material. Wire brushing 
or sweeping is generally sufficient. Watco Bio-D degreaser can be used to 
remove grease and oil. If the surface is damp it can be primed with Watco 
Tack Coat.

PRIMING
The resin content of Watco Concrex® Carbon Fibre is very high. This means 
that a primer is not usually required when filling holes in concrete floors or 
resurfacing rough or damaged concrete. Watco Tack Coat adhesive primer is 
recommended when using Concrex® Carbon Fibre as a thin section screed 
over smooth surfaces. It is also recommended when repairing intricate/high 
impact areas such as broken floor joint edges, and damaged step nosings.  

MIxING
Wear protective gloves. 
The resin and the sand are already pre-blended and is supplied with bottles of 
curing agent, 4 x 100ml in the 10kg pack and 2 x 500ml in the 25kg pack.  

The curing agent is added to the sand/resin at point of use, and once 
mixed the mortar should be used within 15 - 30 minutes depending upon 
temperature. 
If the entire pack of Watco Concrex® Carbon Fibre cannot be used within  
30 minutes, it can be part mixed. To split a pack carefully halve the sand/resin 
(ideally measured by weight), and use half the number of curing agent bottles.
Do not mix inside the plastic bucket. Tip the sand/resin into a mixing tray or 
on a board.
Shake the bottles of curing agent thoroughly until the liquid is a uniform grey.  
Form the sand/resin into a mound and leave a small hole in the middle. 
Empty the curing agent into the hole, ensuring the bottles are completely 
drained. 
Carefully mix the aggregate with the curing agent using a trowel until a 
smooth mortar is obtained, this will take several minutes. The more thorough 
the mixing, the ‘wetter’, smoother and more manageable the mix becomes. 
Alternatively, you can knead the mixture by hand wearing suitable gloves. It is 
important to mix thoroughly until you achieve a consistent colour.  
A ‘Cretangle’ or suitable open pan mixer can be used to mix large quantities. 

STrenGTH
Concrex® is far stronger than concrete. The table shows a comparison (typical figures).

 Curing Times (at 15°C-20°C) Light Traffic Heavy Traffic

 Curing time will be extended by  1 hour 4 hours
 lower temperatures. Do not use  
 below 10°C (see Watco Concrex®  
 Cold Set).

Concrex® Deep Fill

Concrex® Colours

Concrex® Flex Concrex® Deep Fill 
Rapid

Concrex® Asphalt 
Repair

Concrex® Colours 
Cold Set

Concrex® Cold Set Concrex® Sub Zero Concrex® Vertical

Concrex® Deep Fill 
Cold Set

Concrex® Vertical 
Cold Set

Concrex® Coving 
Mortar

Concrex® Acid 
Strength

AlSO AVAIlAblE IN ThE CONCREx® RANGE

PREPARATION & APPlICATION

  Tensile Strength Flexural Strength Compressive Strength

 Watco Concrex®  15.4 MN/m2 55.9 MN/m2 55.2 MN/m2

 Concrete 3.4 MN/m2 6.9 MN/m2 21.41 MN/m2

1 2 3 4

Empty the bottles of curing agent 
onto the sand/resin

Mix thoroughly using a trowel (or 
by hand – it’s easier)

Trowel firmly into the repair Wipe the trowel with white spirit 
to get a good finish

APPlICATION
Trowel the mortar firmly into the repair and finish with a trowel or float. To 
get a good smooth finish, regularly wipe the surface of the trowel with a cloth 
dampened with white spirit.
Watco Concrex® Carbon Fibre is normally applied at 5mm - 50mm thick, 
but repairs can be feather-edged if most of the repair is at least 5mm thick. 

For repairs deeper than 50mm apply in separate layers allowing 6 - 8 hours 
between layers, or use Concrex® Deep Fill which can be applied at  
15mm - 100mm thick in one layer.

SAFETY
Material Safety Data Sheets are available.
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Greys

Greens

RAL 6000 
Patina Green

RAL 6001 
Emerald Green

RAL 6002 
Leaf Green

RAL 6003 
Olive Green

RAL 6004 
Blue Green

RAL 6005 
Moss Green

RAL 6006 
Grey Olive

RAL 6007 
Bottle Green

RAL 6008 
Brown Green

RAL 6009 
Fir Green

RAL 6010 
Grass Green

RAL 6011 
Reseda Green

RAL 6012 
Black Green

RAL 6013 
Reed Green

RAL 6014 
Yellow Olive

RAL 6015 
Black Olive

RAL 6016 
Turquoise Green

RAL 6017 
May Green

RAL 6018 
Yellow Green

RAL 6019 
Pastel Green

RAL 6020 
Chrome Green

RAL 6021 
Pale Green

RAL 6022 
Olive Drab

RAL 6024 
Traffic Green

RAL 6025 
Fern Green

RAL 6026 
Opal Green

RAL 6027 
Light Green

RAL 6028 
Pine Green

RAL 6029 
Mint Green

RAL 6032 
Signal Green

RAL 6033 
Mint Turquoise

RAL 6034 
Pastel Turquoise

RAL 6037 
Pure Green

RAL 7000 
Squirrel Grey

RAL 7001 
Silver Grey

RAL 7002 
Olive Grey

RAL 7003 
Moss Grey

RAL 7004 
Signal Grey

RAL 7005 
Mouse Grey

RAL 7006 
Beige Grey

RAL 7008 
Khaki Grey

RAL 7009 
Green Grey

RAL 7010 
Tarpaulin Grey

RAL 7011 
Iron Grey

RAL 7012 
Basalt Grey

RAL 7013 
Brown Grey

RAL 7016 
Anthracite Grey

RAL 7015 
Slate Grey

RAL 7021 
Black Grey
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SURFACE PREPARATION
Surfaces should be clean, dry and free of all loose material. Wire brushing 
or sweeping is generally sufficient. Watco Bio-D degreaser can be used to 
remove grease and oil. If the surface is damp it can be primed with Watco 
Tack Coat.

PRIMING
The resin content of Watco Concrex® Carbon Fibre is very high. This means 
that a primer is not usually required when filling holes in concrete floors or 
resurfacing rough or damaged concrete. Watco Tack Coat adhesive primer is 
recommended when using Concrex® Carbon Fibre as a thin section screed 
over smooth surfaces. It is also recommended when repairing intricate/high 
impact areas such as broken floor joint edges, and damaged step nosings.  

MIxING
Wear protective gloves. 
The resin and the sand are already pre-blended and is supplied with bottles of 
curing agent, 4 x 100ml in the 10kg pack and 2 x 500ml in the 25kg pack.  

The curing agent is added to the sand/resin at point of use, and once 
mixed the mortar should be used within 15 - 30 minutes depending upon 
temperature. 
If the entire pack of Watco Concrex® Carbon Fibre cannot be used within  
30 minutes, it can be part mixed. To split a pack carefully halve the sand/resin 
(ideally measured by weight), and use half the number of curing agent bottles.
Do not mix inside the plastic bucket. Tip the sand/resin into a mixing tray or 
on a board.
Shake the bottles of curing agent thoroughly until the liquid is a uniform grey.  
Form the sand/resin into a mound and leave a small hole in the middle. 
Empty the curing agent into the hole, ensuring the bottles are completely 
drained. 
Carefully mix the aggregate with the curing agent using a trowel until a 
smooth mortar is obtained, this will take several minutes. The more thorough 
the mixing, the ‘wetter’, smoother and more manageable the mix becomes. 
Alternatively, you can knead the mixture by hand wearing suitable gloves. It is 
important to mix thoroughly until you achieve a consistent colour.  
A ‘Cretangle’ or suitable open pan mixer can be used to mix large quantities. 

STrenGTH
Concrex® is far stronger than concrete. The table shows a comparison (typical figures).

 Curing Times (at 15°C-20°C) Light Traffic Heavy Traffic

 Curing time will be extended by  1 hour 4 hours
 lower temperatures. Do not use  
 below 10°C (see Watco Concrex®  
 Cold Set).

Concrex® Deep Fill

Concrex® Colours

Concrex® Flex Concrex® Deep Fill 
Rapid

Concrex® Asphalt 
Repair

Concrex® Colours 
Cold Set

Concrex® Cold Set Concrex® Sub Zero Concrex® Vertical

Concrex® Deep Fill 
Cold Set

Concrex® Vertical 
Cold Set

Concrex® Coving 
Mortar

Concrex® Acid 
Strength

AlSO AVAIlAblE IN ThE CONCREx® RANGE

PREPARATION & APPlICATION

  Tensile Strength Flexural Strength Compressive Strength

 Watco Concrex®  15.4 MN/m2 55.9 MN/m2 55.2 MN/m2

 Concrete 3.4 MN/m2 6.9 MN/m2 21.41 MN/m2

1 2 3 4

Empty the bottles of curing agent 
onto the sand/resin

Mix thoroughly using a trowel (or 
by hand – it’s easier)

Trowel firmly into the repair Wipe the trowel with white spirit 
to get a good finish

APPlICATION
Trowel the mortar firmly into the repair and finish with a trowel or float. To 
get a good smooth finish, regularly wipe the surface of the trowel with a cloth 
dampened with white spirit.
Watco Concrex® Carbon Fibre is normally applied at 5mm - 50mm thick, 
but repairs can be feather-edged if most of the repair is at least 5mm thick. 

For repairs deeper than 50mm apply in separate layers allowing 6 - 8 hours 
between layers, or use Concrex® Deep Fill which can be applied at  
15mm - 100mm thick in one layer.

SAFETY
Material Safety Data Sheets are available.
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Whites & Blacks

RAL 9001 
Cream

RAL 9002 
Grey White

RAL 9003 
Signal White

RAL 9004 
Signal Black 

RAL 9011 
Graphite Black

RAL 9016 
Traffic White

RAL 9017 
Traffic Black

RAL 9018 
Papyrus White 

Greys continued

RAL 7030 
Stone Grey

RAL 7031 
Blue Grey

RAL 7032 
Pebble Grey

RAL 7033 
Cement Grey

RAL 7034 
Yellow Grey

RAL 7035 
Light Grey

RAL 7036 
Platinum Grey

RAL 7037 
Dusty Grey

RAL 7038 
Agate Grey

RAL 7039 
Quartz Grey

RAL 7040 
Window Grey

RAL 7042 
Traffic Grey A

RAL 7043 
Traffic Grey B

RAL 7044 
Silk Grey

RAL 7045 
Telegrey 1

RAL 7046 
Telegrey 2

RAL 7047  
Telegrey 4

Browns

RAL 7022 
Umbra Grey

RAL 7023 
Concrete Grey

RAL 7024 
Graphite Grey

RAL 7026 
Granite Grey

RAL 8004 
Copper Brown

RAL 8007 
Fawn Brown

RAL 8008 
Olive Brown

RAL 8011 
Nut Brown

RAL 8012 
Red Brown

RAL 8014 
Sepia Brown

RAL 8015 
Chestnut Brown

RAL 8016 
Mahogany Brown

RAL 8017 
Chocolate Brown

RAL 8019 
Grey Brown

RAL 8023 
Orange Brown

RAL 8024 
Beige Brown

RAL 8025 
Pale Brown

RAL 8028 
Terra Brown

RAL 8022 
Black Brown

RAL 8000 
Green Brown

RAL 8001 
Ochre Brown

RAL 8002 
Signal Brown

RAL 8003 
Clay Brown


